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§ 173.461(a), the packaging will pre-
vent— 

(1) Loss or dispersal of the radio-
active contents; and 

(2) A significant increase in the radi-
ation levels recorded or calculated at 
the external surfaces for the condition 
before the test. 

(k) Each packaging designed for liq-
uids will— 

(1) Be designed to provide for ullage 
to accommodate variations in tempera-
ture of the contents, dynamic effects 
and filling dynamics; 

(2) Meet the conditions prescribed in 
paragraph (j) of this section when sub-
jected to the tests specified in § 173.466 
or evaluated against these tests by any 
of the methods authorized by 
§ 173.461(a); and 

(3) Either— 
(i) Have sufficient suitable absorbent 

material to absorb twice the volume of 
the liquid contents. The absorbent ma-
terial must be compatible with the 
package contents and suitably posi-
tioned to contact the liquid in the 
event of leakage; or 

(ii) Have a containment system com-
posed of primary inner and secondary 
outer containment components de-
signed to assure retention of the liquid 
contents within the secondary outer 
component in the event that the pri-
mary inner component leaks. 

(l) Each package designed for gases, 
other than tritium not exceeding 40 
TBq (1080Ci) or noble gases not exceed-
ing the A2 value appropriate for the 
noble gas, will be able to prevent loss 
or dispersal of contents when the pack-
age is subjected to the tests prescribed 
in § 173.466 or evaluated against these 
tests by any of the methods authorized 
by § 173.461(a). 

[Amdt. 173–244, 60 FR 50307, Sept. 28, 1995, as 
amended by 66 FR 45379, Aug. 28, 2001; 68 FR 
57633, Oct. 6, 2003] 

§ 173.413 Requirements for Type B 
packages. 

Except as provided in § 173.416, each 
Type B(U) or Type B(M) package must 
be designed and constructed to meet 
the applicable requirements specified 
in 10 CFR part 71. 

§ 173.415 Authorized Type A packages. 
The following packages are author-

ized for shipment if they do not con-
tain quantities exceeding A1 or A2 as 
appropriate: 

(a) DOT Specification 7A (see § 178.350 
of this subchapter) Type A general 
packaging. Each offeror of a Specifica-
tion 7A package must maintain on file 
for at least one year after the latest 
shipment, and shall provide to DOT on 
request, complete documentation of 
tests and an engineering evaluation or 
comparative data showing that the 
construction methods, packaging de-
sign, and materials of construction 
comply with that specification. 

(b) Any other Type A packaging that 
also meets the applicable standards for 
fissile materials in 10 CFR part 71 and 
is used in accordance with § 173.471. 

(c) Any Type B(U) or Type B(M) 
packaging authorized pursuant to 
§ 173.416. 

(d) Any foreign-made packaging that 
meets the standards in ‘‘IAEA Regula-
tions for the Safe Transport of Radio-
active Material No. TS-R-1’’ (IBR, see 
§ 171.7 of this subchapter) and bears the 
marking ‘‘Type A’’. Such packagings 
may be used for domestic and export 
shipments of Class 7 (radioactive) ma-
terials provided the offeror obtains the 
applicable documentation of tests and 
engineering evaluations and maintains 
the documentation on file in accord-
ance with paragraph (a) of this section. 
These packagings must conform with 
requirements of the country of origin 
(as indicated by the packaging mark-
ing) and the IAEA regulations applica-
ble to Type A packagings. 

[Amdt. 173–244, 60 FR 50307, Sept. 28, 1995, as 
amended at 67 FR 61014, Sept. 27, 2002; 68 FR 
75742, Dec. 31, 2003; 69 FR 3673, Jan. 26, 2004; 
69 FR 55117, Sept. 13, 2004] 

§ 173.416 Authorized Type B packages. 
Each of the following packages is au-

thorized for shipment of quantities ex-
ceeding A1 or A2, as appropriate: 

(a) Any Type B(U) or Type B(M) 
packaging that meets the applicable 
requirements of 10 CFR part 71 and 
that has been approved by the U.S. Nu-
clear Regulatory Commission may be 
shipped pursuant to § 173.471. 

(b) Any Type B(U) or B(M) packaging 
that meets the applicable requirements 

VerDate Mar<15>2010 15:30 Dec 30, 2010 Jkt 220213 PO 00000 Frm 00661 Fmt 8010 Sfmt 8010 Q:\49\X49\220213.XXX ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-25T14:33:24-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




